STA. 3320+20, 25.5' RT.
TEMPORARY INLET
(INLET TA TIF OL)
RIM EL. 610.96
INV. EL. 608.96

STA. 3316+49, 18.2" RT.
FILLING CATCH BASIN

EXISTING EDGE OF PAVEMENT

JATHA S9939 1404

PIPE CULVERT, CLASS C, TYPE 1
12" (TEMPORARY}
144" e 1.0%

STA. 3321+46, 19.1” RT.
REMOVING INLET
TO MAINTAIN FLOW

STA. 3321+46, 25.5" RT.
TEMPORARY CATCH BASIN
(CB TA 4 DIA TIF OL)
RIM EL. €10.68

INV. EL. (N) 607.52

INV. EL. (S) 807.52

INV. EL. (W) €07.52

CONTRACT NO. 62417 |°= sEenen eon e | T

TEMPORARY EROSION CONTROL
SEEDING (3 LBS.) AND EROSION
CONTROL BLANKET (123 SY)

STA. 3328+83, 21.4" RT.
MANHOLE TO BE
RECONSTRUCTED
WITH NEW TiF OL

CATCH BASIN TO BE ADJUSTED

TEMPORARY EROSION CONTROL

_*1S NOINN

Fap AL

338 (113 & 1i4) R-5 wiLL (525 330

S1A. 3316+00 10 STA. 3330400

[ — | it 1 FAP 338 (IL RTE. 59)

) SENS g

TEMPORARY EROSION CONTROL
SEEDING (7 LBS.) AND EROSION
CONTROL BLANKET (322 SY)

FILLING CATCH BASIN

00+91¢¢ "VLS 3ANIT HOLVA

SEDIMENT CONTROL, SILT FENCE

STA. 3321+69 TO STA. 3324+27

STA. 3317+47, 25.5" RT.

TEMPORARY INLET

(INLET TA TIF OL)

RIM EL. 6177

INV. EL. 608.55
SEDIMENT CONTROL, SILT FENCE
STA. 3316434 TO STA., 3321459

PIPE CULVERT, CLASS C,

TYPE 1, 12" (TEMPORARY)

10 AT 0.8%

(SEE NOTE 8)

TEMPORARY EROSION CONTROL
SEEDING (15 LBS.) AND EROSION
CONTROL BLANKET (713 SY)

INLET TC BE REMOVED
(SEE REMOVAL PLANS)

EROSION CONTROL LEGEND

TEMPORARY EROSION CONTROL SEEDING ¢
AND EROSION CONTROL BLANKET
R —M\>
&m TEMPORARY PAVEMENT
oo SEDIMENT CONTROL, SILT FENCE (SEE NOTE 2)
-
X INLET FILTER -

vy i
STA. 3319+47, 16.9’ RT. -J

STA. 332047, 18.9" RT.
FILLING CATCH BASIN 8’

STORM SEWER
TO BE CLEANED
12" - 32 FT.

PIPE CULVERT,
CLASS C, TYPE 1
12" (TEMPORARY)
AT 1.2%

(SEE NOTE &)

TEMPORARY EROSION CONTROL
SEEDING (6 LBS.) AND EROSION
CONTROL BLANKET (294 SY)

DRAINAGE STRUCTURE TO BE CLEANED

TEMPORARY DITCH CHECK

FLOW DIRECTION (SEE NOTE 4)

PERMANENT DRAINAGE STRUCTURE NUMBER
(SEE NOTE 5)

PROPOSED STORM SEWER (SEE NOTE 5)

TEMPORARY PIPE CULVERT

PROPOSED R.O.W.

TEMPORARY EROSION CONTROL
SEEDING (6 LBS.) AND EROSION
CONTROL BLANKET (286 SY)

STA. 3322+47, 25.5' RT.
TEMPORARY INLET
(INLET TA TIF OL)

RIM EL. 610.70

INV. EL. 608.50

NOTES

1. THE CONSTRUCTION LIMITS WILL BE STAKED BY THE ENGINEER
PRIOR TO COMMENCING CONSTRUCTION.
THE CONSTRUCTION LIMITS MAY BE ADJUSTED BY THE ENGINEER
TO PRESERVE TREES. NO ADDITIONAL COMPENSATION WILL BE
PAID TO THE CONTRACTOR FOR CHANGED CONSTRUCTION LIMITS.

2. SEDIMENT CONTROL, SILT FENCE SHALL BE ERECTED ADJACENT TO

R.0.W., EASEMENT, AND CONTRUCTION LIMITS AND AS DIRECTED
BY THE ENGINEER.

3. SEE LANDSCAPING PLANS FOR LANDSCAPING REQUIREMENTS.

4. SEE PRE-STAGE 1 CROSS SECTIONS FOR GRADING INFORMATION.

5. SEE PROPOSED DRAINAGE PLANS FOR STORM SEWER INFORMATION.

1T m
SEEDING (2 LB.) AND EROSION g = SEDIMENT CONTROL,
STA. 3317+46, 18.5' RT. PIPE CULVERT. CLASS C. TYPE 1 CONTROL BLANKET (83 SY) [ R SILT FENCE
REMOVING CATCH BASIN 12" (TEMPORARY) ’ [!p %‘ STA. 3329+30 TO
. oI .
TO MAINTAIN FLOW a8 AT Lo STA. 3307465, 24.2' RT. 5 STA. 3330432
MANHOLE TO BE 2
STORM SEWER ¢_ ILLINOIS ROUTE 59 RECONSTRUCTED UIEL s ’—CATCH BASINS TO BE
TO BE CLEANED WITH NEW TIF OL [ ADJUSTQD
12 - 32 FT. i 1'{
SEDIMENT CONTROL, SILT FENCE “i; -
TEMPORARY PAVEMENT, STA. 3322+47, 1T.2' RT. STA. 3324+41 TO STA. 3326+25 | ‘ ﬁh\
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FILLING CATCH BASINS

SEDIMENT CONTROL, SILT FENCE
STA. 3328436 TO STA. 3329+13

TEMPORARY EROSION CONTROL SEEDING {2 LBS.)
EROSION CONTROL BLANKET (90 SY)

SEDIMENT CONTROL, SILT FENCE

STA. 3326+83 TO STA. 3327422
TEMPORARY EROSION CONTROL SEEDING (1 LB.)
EROSION CONTROL BLANKET {41 SY)

COMBINATION CONCRETE CURB AND GUTTER
(SEE NOTE T

TEMPORARY EROSION CONTROL SEEDING (3 LBS.)
EROSION CONTROL BLANKET (134 SY)

SEDIMENT CONTROL, SILT FENCE
STA. 3321451 TO STA. 3323+74

TEMPORARY EROSION CONTROL SEEDING (2 LB.)
EROSION CONTROL BLANKET (77 SY)

. TEMPORARY PIPE CULVERT SHALL BE TEMPORARILY CONNECTED TO
EXISTING STORM SEWER. PAYMENT FOR TEMPORARY CONNECTION

SHALL BE CONSIDERED INCLUDED IN THE UNIT PRICE OF
"PIPE CULVERT, CLASS C, TYPE 1, 12" (TEMPORARY)".

7. SEE MOT PLANS FOR CONCRETE CURB INFORMATION.
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SCALE IN FEET

ILLINOIS DEPARTMENT OF TRANSPORTATION
DISTRICT NO. 1 SCHAUMBURG

EROSION CONTROL PLAN
PRE-STAGE 1, 1A AND 1B

ILLINOIS ROUTE 59
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